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INDUSTRIAL PRODUCTS
Quik-Release™Access Covers

| "Just a turn of
| the wrist is all
it takes to
remove a

Sterling
Quik-Release
Access Cover!”




Get access to your brushes in less time than it takes
you to read this sentence! It's possible only with
Sterling Quik-Release” Access Covers!

Sterling Quik-Release Access
Covers are an ideal replacement
for those motor covers with tfime
consuming bolts. They are also a
great way to get your motors with
missing covers back into safe
operating condition.

As an inspection cover or where
ever you need quick open-shut
access for routine maintenance,
using Sterling Quik-Release Access
Covers will reduce downtime and
free up personnel to perform other
operations during scheduled
downtime.

access for routine maintenance,

Reduced Downtime

No More Time-Wasting Bolts
No More Lost Bolts
Corrosion Resistant
See-Thru Venting

Easy Installation

No More Lost Bolts! With
Sterling Cam-Fast™ Fasteners
it only requires a half turn

on two bolts to remove a
Quik-Release Access Cover.
The fasteners then remain in
place during access. Never
lose a dropped bolt again!

A channel on one side of a
Quik-Release Access Cover
replaces tfime-wasting bolts
while providing a "third hand"
when positioning the cover.
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A Few Samples Of Covers We Can Manufacture

Sterling Industrial Products will work with you to provide a wide range of

cover styles in any size or quantity. Whatever your needs, we will get the
job done!

Save time. Save money. Contact us today!

Sterling Industrial Products
22800 Lakeland Blvd
Cleveland, OH 44132

P: 216-289-6505

E: info@sterlingcovers.com
W: sterlingcovers.com
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Quote Request and Specifications Form

Contact Information

Quantity:

Date: Ship to Address:
Contact:
Phone:
Fax:
Email: Payment Method: Credit Card Open Account
Motor Data and Special Instructions
Motor Mfr: Notes and Special Instuctions:
Frame:
Model:
HP/KW:
Job Data
STANDARD BOLT CONFIGURATION INSET BOLT CONFIGURATION
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Standard Bolt Configuration Inset Bolt Configuration
DIMENSIONS (dimensions E,F, G, H are for inset bolt configuration only)
A: B: C: D: E: F: G: H:
Bolt Size: 8mm-1.25 1/4-20 5/16-18 3/8-16
Define Cover Style:
(check all that apply) Window Louver Expanded Metal Solid Steel Curved Other
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